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Features
• Fail-safe when used with 

snubbing washer

• Axial to radial stiffness of 1:1

• Low natural frequency

• Sturdy, reliable construction

Benefits
• Economical

• Bonded construction provides constant
performance characteristics

• Overlapping load ranges

Load Range
• 5 sizes with 25 load ratings to 4,560

lbs. per isolator

22000 MOUNT SERIES

Low-profile, high capacity mounts for vibration and shock 
protection.

22000 Series mounts are designed to
withstand the rigors of heavy-duty vehic-
ular applications, off-the-road equipment,
large trucks and construction equipment.
The standard neoprene elastomer is resis-
tant to oil, and other materials are avail-
able on special order.

Environmental Data
• Neoprene elastomer has an operating temperature range of -40˚C to +93˚C and is resistant to

oils, most solvents and ozone.
• Special elastomers and finishes are available for applications in severe environments.

Applications
• Truck, bus and marine engines
• Generators
• HVAC equipment
• Electronic equipment
• Truck cabs
• Machinery, pumps & compressors

NATURAL FREQUENCY 8-18 Hertz

TRANSMISSIBILITY AT RESONANCE 8:1

RESILIENT ELEMENT Neoprene

STANDARD MATERIALS Sintered metal and cold-rolled steel

WEIGHT See dimensional drawings
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22000 Mount Series

Dimensions and data are reference
only and are subject to change 
without notice. 

For technical, design, or application
assistance, call toll free: 

1-800-BARRY MA

Dimensions
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G

Barry Controls  
40 Guest Street • Brighton, MA 02135-9105 • (617) 787-1555 • Fax (617) 787-7807      

Part # A          B           C           D          E           F           G      Weight

22001 1.31      .397      .485      1.25      0.79      0.00      0.04       1.5 oz.

22002 1.88      .532      0.78      1.94      1.30      0.15      0.06       5.0 oz.

22003 2.55      .657      0.90      2.43      1.58      0.25      0.09       11.0 oz.

22004 3.50      .938      1.00      2.88      2.30      0.20      0.12       1 lb. 7.5 oz.

22005 4.88     1.063     1.25      3.38      2.55      0.20      0.12       2 lb. 14 oz.

22000  MOUNT SERIES
Dimensional Drawing (Inches)
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     Products
BL    CK DI    MOND 
5058 Cedar Ridges Lane RR#1
Inverary, ON K0H-1X0
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F:  613-544-2003
www.bdproduct.ca

For more information contact:
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22000 Mount Series

Dimensions and data are reference
only and are subject to change 
without notice. 

For technical, design, or applica-
tion assistance, call toll free: 

1-800-BARRY MA

Performance Characteristics 

Barry Controls 
40 Guest Street • Brighton, MA 02135-9105 • (617) 787-1555 • Fax (617) 787-7807 

22002 Series Axial Load vs. Deflection
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Thick Center Mounting Structure
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22001 Axial
22001 Series Axial Load vs. Deflection

0

200

400

600

800

1000

1200

1400

1600

1800

2000

0 0.05 0.1 0.15 0.2 0.25

LO
AD

 (L
BS

)

DEFLECTION (INCHES)

-11

-12

-13

-14

-15

Thin Center Mounting Structure

     Products
BL    CK DI    MOND 
5058 Cedar Ridges Lane RR#1
Inverary, ON K0H-1X0

P:  613-544-2002
F:  613-544-2003
www.bdproduct.ca

For more information contact:



23

22000 Mount Series

Dimensions and data are reference
only and are subject to change 
without notice. 

For technical, design, or applica-
tion assistance, call toll free: 

1-800-BARRY MA

Performance Characteristics

Barry Controls
40 Guest Street • Brighton, MA 02135-9105 • (617) 787-1555 • Fax (617) 787-7807 

22003 Series Axial Load vs. Deflection
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Thick Center Mounting Structure
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22004 Series Axial Load vs. Deflection
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Thick Center Mounting Structure
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