BALL MOUNT SERIES

Low cost, compact, all elastomer mounts for vibration and noise
control.

Fealures
o Al elastomer isplatars

s Faiksofe when installed with ordinary
nuts & washers

® Wide load range rafings

® Offer a wide variety of installation
options

Benefits

® Provide low frequenicy vibrafion isolafion

» Fifective noise isolafors Barry Ball Mount Series Isolators are Applications
miniafure, low-cost isolators that provide gt coment

medium natural frequency vibration isola-  « gl equipment

fion for precision equipment, elecronics e Applonces

and office equipment. o Offce equipment
o (ther precision applications

o Will nat botfom out under light shock
loadings

Load Range

® Series 7110 = 3 load ratings to
2 lbs. per isolator

® Series 275 = 5 load ratings fo
3.2 lbs. per isolator

NATURAL FREQUENCY 1020 Hertz
® Series 302 and 372 = 4 load ratings fo TRANSMISSIBILITY AT RESONANCE 10 (Neoprene)/4.0 (Siicone)
7 lbs. per soltor RESILIENT ELEMENT Neaprene o Hi-damp siicone
STANDARD MATERIALS None
WEIGHT See load range table

Environmental Data
© Neoprene elastomer has an operating temperature range of -40°F to +180°F (40°C to +83°C)
and is resistant to oil and ozone.

g BARRY
g CONTROLS® ® Silicone elastomer has an operating femperature range of -67°F 1o +300°F (:55°C to +150°C).

THE STEADY FORCE IN SHOCH & YISFRATIIN BSCLATION
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Ball Mount Series (275/372)

Dimensions & Performance Characteristics

275 Series Dimensional Drawing
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372 Series Dimensional Drawing
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For more information contact:

BL GCK DIgMOND

/= Products

5058 Cedar Ridges Lane RR#1
Inverary, ON KOH-1X0

P: 613-544-2002

F: 613-544-2003
www.bdproduct.ca




Ball Mount Series (302/7110)

Dimensions & Performance Characteristics

302 Series Dimensional Drawing
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7110 Series Dimensional Drawing
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For more information contact;

BLQCK DIQI\/IOND

Products

5058 Cedar Ridges Lane RR#1
Inverary, ON KOH-1X0

P: 613-544-2002

F: 613-544-2003
www.bdproduct.ca



Ball Mount Series

Installation Data & Load Range Specifications

TYPICAL INSTALLATION - BALL MOUNT

Mounted Unit

Rigid Support

Mounted Unit

Rigid Support

Mounted Unit

A

Rigid Support

Mounted Unit

Rigid Support

Rigid Support

Mounted Unit

BALL MOUNT SERIES LOAD RANGES AND SPECIFICATIONS
Static Load Range/  Horiz. to Vert. Wt. (dzs.)
Elastomer Catalog No. Color Code Mount (Ibs) Stiffness Ratio Approx.
Neoprene 275-IN Orange & White 0.4-0.7
275-2N Red & White 0.6-1.2 0.35 0.1
275-4N Yellow & White 0.8-16 (Approx.)
275-5N Green & White 1.3-2.6
275-6N Blue & White 1.6-3.2
Neoprene 302-IN  372-IN | Yellow & White 1.3-35
Neoprene 302-2N  372-2N | Purple & White 2345 0.25 05
Neoprene 302-3N 372-3N | Green & White 3.0-6.0 (Approx.)
Neoprene 302-4N 372-AN | Blue & White 4.59.0
7110-0.5 Red 0.3-05 0.35 0.1
Silicone 7110-1.0 Blue 0.5-1.0 0.35 0.1
7110-2.0 Orange 1.0-20 0.35 0.1

For more information contact:

BLGCK DIgM

5058 Cedar Ridges Lane RR#1

Inverary, ON KOH-1X0

P: 613-544-2002
F: 613-544-2003
www.bdproduct.ca

MOND

Products





