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Features
• All-attitude mounting

• Fail-safe design

• Available in a wide range of sizes
and load ranges for most applications

• High damping

Benefits
• Performs efficiently without material

degradation in hostile environments

• Ideal for use in high temperature and/or
under corrosive conditions

• Many custom versions are available.
Consult factory for more information

Load Range
• 11 styles to accommodate up to 1,500

lbs. per mount

CABLEMOUNT SERIES

Rugged, all metal cable type isolators offer excellent shock and
vibration protection in hostile environments.

Cablemounts are designed to perform effi-
ciently without material or performance
degradation in extremely hostile environ-
ments.  They are operational under wide
extremes of temperature ranges and resist
chemicals, oils and abrasives.

Environmental Data
• Operating temperature ranges of -400˚F to +700˚F (-240˚C to +370˚C).
• Applicable to military standards of MIL-STD-167 (vibration), MIL-S-901 (shock) and MIL-E-16400.
• Resistant to dust, oils, oil-based solvents, salt water and sand.  

Applications
• Shipboard navigational, fire

control and communications
equipment

• On/Off road vehicles
• Motor/Generator sets
• Extreme temperature environ-

ments, such as engine 
compartments

NATURAL FREQUENCY 10-20 Hertz

TRANSMISSIBILITY AT RESONANCE 3.5

RESILIENT ELEMENT Stainless steel cable

STANDARD MATERIALS Aluminum mounting bars
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Cablemount Mount Series
Performance Characteristics

Dimensions and data are subject to
change without notice. 

For technical, design, or application
assistance, call toll free: 

1-800-BARRY MABarry Controls   
40 Guest Street • Brighton, MA 02135-9105 • (617) 787-1555 • Fax (617) 787-7807                

CM02508 PERFORMANCE CHARACTERISTICS

CM03756 PERFORMANCE CHARACTERISTICS

     Products
BL    CK DI    MOND 
5058 Cedar Ridges Lane RR#1
Inverary, ON K0H-1X0
P:  613-292-5224
F:  613-353-7549
www.bdproduct.ca

For more information contact:










